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FULL RANGE

CL 106 

100° x 100° coverage

Linear phase and frequency response

Optimized impuls-response

720W power handling

126dB peak SPL
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The KS AUDIO CL 106 is an all-round talent, made for a 
wide variety of tasks in the field of sound reinforcement: sup-
portive speaker for theater, sound reproduction in the multi-
media sector, background music in bars and restaurants or 
100V build-in speaker on walls and ceilings in high quality. 

As a mid-high range system in combination with subwoofers 
such as the C W210, the CL 106 represents a completed 
small PA system. 

However, where the CL 106 presents itself very favourably 
compared to other products is that it excels remarkably in its 
STI (Speech transmission index).

A waveguide for the 1.5′′ diaphragm driver with an evenly 
wide sound projection is integrated in the sound baffle. The 
6′′ speaker is protected on the entire front with a grill, which 
is lined with acoustic foam. 

Tuning of the cabinet is achieved using a port on the rear 
side, which allows a remarkably powerful reproduction of the 
bass frequencies. 

The CL 106 derives its optimum performance from its use 
in combination with the controller module D MOD or F MOD 
in conjunction with a KS AUDIO CA 4D amplifier. Especially 
then, it is the ideal loudspeaker for music playback and 
excels in speech reproduction.

The cabinet is made of multi-layer birch plywood and has a 
matt black PU coating. It is well constructed, robust, impervi-
ous to weather, has good acoustic properties and is easy to 
mount thanks to the 30° and 60° angle of the rear panel.

M6 thread, flush-mounted connectors, plus various acces-
sories such as the ball-joint wall mount facilitate handling. 

High-quality components, best materials and precision work-
manship determine the quality of the CL 106. The complete 
front is made of low-resonance PU resin and serves to 
provide an even sound radiation.

A version with 100V audio transformer is also available, for 
which an in-wall cabinet can be provided. Special de-
signs and surfaces can be manufactured individually upon 
request.  



www.ks-audio.com

FULL RANGE

CL 106

   
     SPECIFICATIONS

8kg |  18lb

190mm [7.48in]

DIMENSIONS AND WEIGHTS

Frequency response
	 LOW CUT (via DSP) 

Max. SPL - 1m. free field

Nominal dispersion H x V

Transducers

Acoustic Principle

Power handling AES RMS / peak

Cross-over

Nominal impedance

Connectors

80 - 20.000Hz ±3dB
70 / 100 / 120Hz

126dB

100° x 100°

LF: one 6" neodynium cone
HF: one 1.5" ring-diaphragm driver with 1" throat

LF: bass-reflex
HF: Precision waveguide

360W / 720W

Passive 2000Hz Phase Linear Bessel

8 Ω

Two speakON NL4

354m
m

 [13.94in]

251mm [9.88in]

30°60°


